
  

READ BEFORE INSTALLING WASHING MACHINE 

Firstly, we strongly recommend engaging the services of a professional to install your

washing machine. But if you’re a bit of a handy Smith and doing the install yourself,

the following pre-install steps are VERY important. Without the protective edge

cover in place you are risking a costly mistake. These steps apply to everyone doing

the initial install. Smith Collective can also supply the complete install of your washing

machine at an additional cost. So, if you are unsure, simply contact your Property

Manager for more information on this service.  

Step 1. 

 

Locate the plastic protective cover on the side

of laundry cabinet and carefully remove it by

pushing out. 

This is where the washing machine hoses go

through. 

 

DO NOT THROW AWAY. 

 

Step 2. 

 

Using a sharp knife, cut through the 3 tabs on

one side. Place the cover flat on a suitable

surface and push down through the tabs with

front edge of knife. 

BE CAREFUL! 

 

 

Step 3. 

 

Simply wiggle the middle piece back and forth

until the other side is free, leaving the outer

part.

The middle piece can be discarded. 
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Step 4. 

 

Using a knife or file, trim any remaining pieces

of the tab until its nice and smooth. 

 

Step 5. 

 

Now simply insert it back into the side of the

laundry cabinet. Make sure it clicks back into

place and check that its locked in firmly. 

That’s it! You can now run the washing

machine hoses through. 

 

Preparing the taps

Step 6.

 

Generally, the water has been turned off to

the Laundry. Check by turning the mixer tap

to the up position. If no water comes out,

great. If water comes out, you need to turn

the chrome taps in the cabinet to the off

position. 

 

Laundry tap Location

 

Locate the Laundry Taps inside the cabinet

and make sure they are turned off until no

water comes out of mixer tap

IMPORTANT! 
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Step 7.

 

Next, remove the chrome caps from the taps.

Red indicates hot, Blue indicates cold. The

caps should already be slightly loosened.  

 

Step 8.

 

After removing caps, it is important to check

that the caps contain the black rubber seal. If

not, it will be stuck to the tap and must be

removed. This is a common issue and must be

checked before connecting hoses.

IMPORTANT! 

 

Final Step.

 

You are now ready to hook up your Washing

Machine hoses to the Laundry Taps. Make

sure Hoses are hooked up to the correct Tap

and always follow the Manufacturer’s

instructions. 

Then simply turn the taps back to the on

position, and your good to go. 
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These instructions are supplied for your convenience, and do not substitute the

services of a professional installer.

Please do not attempt to install yourself if you are in any way unsure of the correct

procedure.

Smith Collective will not be responsible for any damage caused by incorrect

installation. 


